Engineered Flooring

SIZE GUIDE SPECIFICATIONS

FSC 100% Recycled

IndoTeak Engineered floors are composed entirely of the
highest quality reclaimed Teak. We utilize every part of the
Teak we reclaim, incorporating smaller pieces into the
substrate of our engineered flooring. All three layers of
Indoteak engineered floors are 100% reclaimed teak, which
means we have almost zero wood waste. Floors are T&G, end
matched, and have a substantial wear layer for enduring
value. Available in several dimensions and a variety of
textures and finishes.

Interior Finishes Available

Finish

o Varies depending on finish and texture choice.

Tobacco Glacier Espresso Sand Textures
o Smooth, Wirebrush, Patina, Vintage Patina

Sizes
o 9/16"x31/2",9/16" x5 1/4"
o 3/4"x7",3/4"x8"

How do | acquire samples?

o Order from Indoteak Design:
www.indoteakdesign.com

3-1/2" Email: sales@indoteakdesign.com

Lead Time

o 2-3 weeks. Subject to change, inquire at order placement.

Shipping
o Standard quotes available for US & Canada freight.
Outside of North America, quotes done on an individual basis.

Thickness
o 9/16" | | | | | o 3/4" | | | |
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o CONTEMPORARY RECLAIMED



