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ANDREA

Pearl

Stone

Mocha

KP10000

KP10007

KP10006

Celedon

Sierra

Ocean

KP10004

KP10005

KP10014







Pearl KP10310 Stone

KP10300

Pearl Silver

Stone Gold KP10317 Sierra

KP10315

Ocean Slate KP10314 Sierra Mocha

KP10305

Ocean

KP10324




APRIL

Pearl KP11000 Celedon Slate KP11024

Sierra Barley KP11005 Celedon KP11004

Stone Gold KP11007 Sierra KP11015

Mocha Latte KP11016 Mocha KP11006

Ocean KP11014




KP10000 shown at 108” wide (2.74m) REVERSIBLE

KP10004 shown at 108” wide (2.74m) REVERSIBLE

KP10007 shown at 108” wide (2.74m) REVERSIBLE

KP10005 shown at 108” wide (2.74m) REVERSIBLE

KP10006 shown at 108” wide (2.74m) REVERSIBLE

KP10014 shown at 108” wide (2.74m) REVERSIBLE




QUESTEX

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNTIS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
Backing: 13.3 oz per linear yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Andrea: Random Reversible
Aida: Random Reversible
April: Random Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type |l materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
CLASS “A" FIRE RATED
FLAME SPREAD 15
SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Plainpicture/Narratives
GAP Interiors/Graham Atkins-Hughes

Copyright © 2014 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.
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Patina KP10804 Patina Fawn KP10806

Pewter KP10818 Garnet Taupe KP10809







BLAIR

-0

KP10905

Gold

KKK .,o%%w. ‘

KP10906

Patina Fawn

KP10904

Patina

KP10909

Garnet Taupe

KP10908

Pewter




BRIELLE

Gold Ivory KP11103 Shell KP11105

Patina Fawn KP11126

Fawn KP11116 Nectar Shell KP11115

Pewter KP11108 Pewter Bronze KP11128

Garnet Taupe KP11109 Garnet Emerald KP11129




KP10103 shown at 108" wide (2.74m) REVERSIBLE/HALF DROP

KP10105 shown at 108” wide (2.74m) REVERSIBLE/HALF DROP

KP10104 shown at 108" wide (2.74m) REVERSIBLE/HALF DROP

KP10106 shown at 108" wide (2.74m) REVERSIBLE/HALF DROP

KP10108 shown at 108” wide (2.74m) REVERSIBLE/HALF DROP

KP10109 shown at 108” wide (2.74m) REVERSIBLE/HALF DROP




QUESTEX

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNTIS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
Backing: 13.3 oz per linear yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Bettina: 53.34 cm (21 in) Reversible/Half Drop
Bianca: Random Reversible
Blair: Random Reversible
Brielle: Random Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
CLASS “A" FIRE RATED
FLAME SPREAD 15
SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of/mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Plainpicture/Built
Plainpicture/Fancy Images
Gap Interiors/David Celveland

Copyright © 2014 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.
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CECILIA

Gold KP10703 Frost

Canyon KP10705 Mauve KP10709

Taupe KP10706 Twilight KP10700




CAMELIA

Twilight

KP11203 Frost

KP11206 Goldenrod

KP11200

KP11204

KP11209

KP11213







CHARLOTTE

Gold Canyon Dust

Gold Canyon

KP10403

KP10413

Frost

KP10409
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Mauve Linen

KP10219

Canyon Pebble

KP10215

Gold Canyon Dust KP10225

Mauve

KP10209

Taupe

KP10216




KP10703 shown at 108" wide (2.74m) HALF DROP

KP10704 shown at 108” wide (2.74m) HALF DROP

KP10705 shown at 108” wide (2.74m) HALF DROP

KP10709 shown at 108” wide (2.74m) HALF DROP

KP10706 shown at 108” wide (2.74m) HALF DROP

KP10700 shown at 108" wide (2.74m) HALF DROP




QUESTEX

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNTIS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
Backing: 13.3 oz per linear yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Cecilia: 53.34 cm (21 in) Half Drop
Camelia: 26.67 cm (10.5in) Straight
Clair: Random Reversible
Charlotte: Random Reversible
Cameron: Random Reversible
FEDERAL SPECIFICATIONS

Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
CLASS “A" FIRE RATED
FLAME SPREAD 15
SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Plainpicture/Narratives

Copyright © 2014 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.
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*QOriginal design by Bénédicte De Frondeville



DAHLIA

KP20005
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Sand Castle P20006 Mystic River KP20008

Juniper Breeze KP20002 Cocoa Noir KP20000




Antique

KP20114

| o
KP20105

Hemlock

Mystic River

KP20102

KP20108

KP20100

Mystic Night

KP20118
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Antique KP20214 KP20202

Autumn Wheat KP20205 Sand Castle KP20206

Mystic River KP20208 Cocoa Noir KP20200




DEEDEE

Antique KP20314 Breeze KP20302 Wheat KP20305
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Hemlock KP20304 Mystic KP20308

=

Autumn KP20315 Sand Castle KP20306 River KP20318

Amethyst KP20309 Juniper Lime KP20322 Juniper KP20312




KP20004 shown at 108” wide (2.74m) STRAIGHT

KP20008 shown at 108” wide (2.74m) STRAIGHT

KP20006 shown at 108” wide (2.74m) STRAIGHT

KP20005 shown at 108” wide (2.74m) STRAIGHT

i A==s

KP20000 shown at 108” wide (2.74m) STRAIGHT




QUESTEX

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNTIS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
BEIER 91.4 cm (36 in) Straight
Diana: 13.33ecm (5.25 in) Reversible
Dori: 29.67 cm (11.68 in) Reversible
Deedee: Random Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS "A” FIRE RATED
e FLAME SPREAD 15
e SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Plainpicture/Arcaid
Living4media

Eric Hernandez/Agefotostock

Copyright © 2015 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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ELIZABETH

Gossamer KP50207 Quartz KP50208

Sesame KP50203 Fusion KP50201

, _
Soleil KP50205 Lagoon KP50204

Java KP50206 Twilight KP50200




Gossamer KP50607 Quartz KP50608

Sesame KP50603 Fusion KP50601
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Soleil KP50605 Lagoon KP50604

Java KP50606 Twilight KP50600
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Java KP50606

Quartz KP50508




EMORY

KP50508

Gossamer
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KP50504

Lagoon

KP50505

Soleil

Twilight

KP50506

Java




EMMA

Gossamer

Toasted Sesame
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Sunrise

Twilight

KP50707

KP50713

KP50715

KP50710

Lagoon

KP50704

Pearl

Java

Soleil

Lunar

Midnight

KP50709

KP50716

KP50705

KP50714

KP50700

Sesame

Quartz

Cool Fusion

Fusion

Blue Quartz

KP50703

KP50708

KP50711

KP50701

KP50718




ERIN shown at 108” wide (2.74m) REVERSIBLE KP50601

EMORY shown at 108” wide (2.74m) STRAIGHT

EMMA shown at 108” wide (2.74m) REVERSIBLE




QUESTEX"

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNTIS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Elizabeth: 91.4 cm (36 in) Half Drop
Erin: 53.34 cm (21 in) Reversible
Emory: 53.34 cm (21 in) Straight
Emma: Random Reversible
FEDERAL SPECIFICATIONS

Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
CLASS “A" FIRE RATED
FLAME SPREAD 15
SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Marc Gerristen/Agefotostock

Copyright © 2014 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.
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FIONA

Fawn KP60107 Limestone

Allur KP60105 Daybreak

Nightfall KP60116 Winter Storm

Willow KP60104 Lunar KP60102

Midnight KP60120




FAITH

Fawn KP60007 Daybreak KP60000

Allur KP60005 Limestone KP60008

B r: ._-_—-__ = ;—'I
Nightfall KP60016 Winter Storm KP60010

Lunar KP60002 Night KP60020




FINLEY Allur KP60205
FAYE Night KP60320
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FAITH Night KP60020




FINLEY

Fawn

Allur

Nightfall

Night

KP60207

KP60205

KP60216

Limestone

Winter Storm

Lunar

KP60208

KP60210

KP60202

KP60220







FIONA shown at 108” wide (2.74m) STRAIGHT Lunar KP60102

FAITH shown at 108” wide (2.74m) REVERSIBLE Night KP60020

FINLEY shown at 108” wide (2.74m) STRAIGHT Allur KP60205

FAYE shown at 108” wide (2.74m) REVERSIBLE Willow KP60304




QUESTEX

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNTIS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Fiona: 72.39 cm (28.5 in) Straight
Faith: 53.34 cm (21 in) Reversible
Finley: 53.34 cm (21 in) Straight
Faye: 96.53 cm (38 in) Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type |l materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS "A" FIRE RATED
e FLAME SPREAD 15
e SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Plainpicture/Arcaid

Copyright © 2015 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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*QOriginal design by Bénédicte De Frondeville




KP70108




GRACE

KP70118
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Pearl KP70105 Sand KP70103

KP70107 Sienna KP70106

Champagne
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KP70102 Onyx KP70100




Sienna KP70206
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Silver KP70208

Sienna KP70206 Onyx KP70200




GWEN

Pearl KP70005 Quartz KP70015 Celadon KP70004

Bt g f—
Champagne KP70017 Snow KP70018 Aqua KP70002

R e ——
B =i T

Sand KP70003 Silver Aqua KP70008 Steel Onyx KP70010

Sienna KP70006 Silver Stone KP70028 Onyx KP70000




GRACE shown at 54” wide (1.37m) REVERSIBLE / HALF DROP Silver KP70108

GLORIA shown at 54” wide (1.37) REVERSIBLE Sienna KP70206

GWEN shown at 54” wide (1.37) REVERSIBLE Steel Onyx KP70010




QUESTEX

54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven/Osnaburg Nonwoven/Osnaburg
Width: 54" 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Grace: 91.4 cm (36 in) Reversible/Half Drop
Gloria: 53.34 cm (21 in) Reversible
*Gwen: 96.52 cm (38 in) Reversible

*indicates Osnaburg fabric backing

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type |l materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A"” FIRE RATED
e FLAME SPREAD 15
¢ SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Plainpicture/BUILT

Kip Dawkins

Copyright © 2015 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.
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Ink KP90310 lvory KP90315

Flint KP90308 Midnight KP90300

Royal Blue KP90302 Teal KP90304




Heather

KP90013

lvory

KP90010

White Ink

KP90015

lvory Gold

KP90008

Flint

KP90003

Goldenrod

KP90018

Silver Midnight

KP90002

Royal Blue

KP90001

Crimson

KP90004

Teal




QUESTEX

52"-54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"-54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION

VERTICAL REPEAT MATCH
Helena: 53.34 cm (21 in) 1/3 Drop/Reversible
Heather: 53.34 cm (21 in) Random/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type |l materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A” FIRE RATED
¢ FLAME SPREAD 15
e SMOKE DEVELOPED 25

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

Helena shown at 54” wide (1.37m) Royal Blue KP90302 Heather shown at 54” wide (1.37m) Goldenrod KP90003

Copyright © 2015 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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Isabelle
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Oyster QX10010 Ginger QX10005
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Sunset QX10016
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Graphite

N

Charcoal QX10008 Seabreeze QX10002

Black Pearl QX10000 Antique Bronze QX10006




QX10310 Ginger
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Graphite

Charcoal

Mercury
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QX10318 Antique Gold

QX10308 Steal
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QUESTEX

52"- 54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Isabelle: 53.34 cm (21 in) Straight
Ivy: 3.81cm (1.5in) Random/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal

Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A"” FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS

Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
CAP Interiors/Costas Picadas

Isabelle shown at 54" wide (1.37m) Oyster QX10010 Copyright © 2015 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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QUESTEX

52"-54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Osnaburg Osnaburg
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Jasmine: 32.17 cm (12.66 in) Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS "A”" FIRE RATED
* FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Photoshot

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.
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QUESTEX

52"-54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Karina: Random Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A” FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES

Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallguest.com/questex - MADE IN U.S.A.



m C m _ _ _l_ uolI159||0d

S TCIURIRA
__m___ __,,;___f_._

e

1 [oh o .“_1.,_
AT

Vel 1)

sk W

EEnililg




Liliana

QX13510

Shell

QX13505

Coconut

b —" o e

Soft Camel

QX13515

QX13525

Alabaster

rm._u_ Ve e i e

QX13508

Pyrite

QX13513

Lemongrass

QX13526

Canyon

QX13506

Cumin




Liliana

QX13511

Tawny

QX13518

Skylight

Ay
S -.-.....!1- 1.,.-.._!.1 T L W

. . .. Pl ...
Bt sk, ..|. S e

B o ———— g

bl e R o 8 liia g e e — R
l\lr‘ilﬂ-‘l]{r‘ilﬂlﬂﬂﬁtir
TH e P P

e [ p R T o B R g PR

. T R S sy g —
. mm. r._:.u iy e ......Jlb.rolln.cﬁﬂnl -

B il g g ..... e ea a8 it o
.”.:...H L e At S
e = o7 R
%.E;}l;ﬂ»% S .1l..: TR
e : ksl
Illnltﬁtl..-qla.i ._._.. S s
l_lﬂl.-_lla_ L..I....uilTil.l. S

- ...11. el b flass =o =

QX13522

Denim

QX1 3504

QX13501

Merlot

QX13502

Carolina

QX13500

Umber

QX13514

Peacock




QUESTEX

52"-54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Liliana: Random Random/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A" FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Shutterstock

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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QUESTEX

52"- 54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Makenzie: Random Random/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A" FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
Shutterstock

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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QUESTEX

52"- 54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Naia: Random Random/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A" FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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QUESTEX

52"- 54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Olivia: Random Random/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A" FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

PHOTO CREDITS
GAP Interiors/Jake Fitzjones

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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QUESTEX

52"-54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES
U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Paige: 48.26 cm (19 in) Half Drop/Reversible

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS "A" FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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QUESTEX

52"- 54" Type Il 200z. Contract Wallcovering

PHYSICAL PROPERTIES

U.S. UNITS METRIC UNITS
Total Weight: 20.0 oz per linear yard 619 grams per linear meter
13.3 oz per square yard 451 grams per square meter
Backing: Nonwoven Nonwoven
Width: 52"- 54" 1.32m - 1.37m

All patterns stocked are in 30 linear yard bolts

DESIGN INFORMATION
VERTICAL REPEAT MATCH
Quinn: Random Random/Reversible

DESIGNED TO REPLICATE THE IMPERFECT MATCH AND SLIGHT VARIATIONS IN COLOR OF REAL GRASSCLOTH

FEDERAL SPECIFICATIONS
Questex exceeds G.S.A Federal Specification CCC-W-408D for Type Il materials using test procedures detailed in Federal
Specifications CCC-T-191-B. This wallcovering passes The National Fire Protection Association NFPA286 Corner Burn Test.

FIRE HAZARD CLASSIFICATION RESULTS
e TESTED IN ACCORDANCE WITH ASTM E-84 TUNNEL TEST
e CLASS “A" FIRE RATED
e FLAME SPREAD 25
e SMOKE DEVELOPED 45

This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, condensation
and/or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.

ANTI-MICROBIAL FEATURES
Vinyl wallcoverings contain bactericides and mildew inhibitors to discourage the growth of mold and mildew under normal conditions.

5 YEAR WARRANTY AGAINST MANUFACTURING DEFECTS
Use only adhesives and primers as recommended by the manufacturer.

Copyright © 2016 Questex
All Rights Reserved

465 Devon Park Drive, Wayne, PA 19087 USA
www.wallquest.com/questex - MADE IN U.S.A.
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